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Temescal Regional Recreation Area


Trail Length 0.1 mi  (0.2 km)


Typical Grade is 1.9%


This trail crosses a dam and picnic areas, connecting the East shore and


West shore trails at the north end of the park.


Trail Surface is Vegetation - Mown


92% of the trail is Firm or better


640 ft (195 m) of the trail is Firm or better


Trail Uses


Cumulative


Elevation Change


Gain  4 ft (1 m)


Loss  9 ft (3 m)


Trailhead Location


North parking lot


Minimum Clearance 76 in (193 cm)


8% of the trail is between 8% and 9%


58 ft (18 m) is between 8% and 9%


8% grade is a standard ramp.


Typical Cross Slope is 2.8%


22% of the trail is between 5% and 8%


157 ft (48 m) is between 5% and 8%


Tread Width ranges from 76 in (193 cm) to 96 in (244 cm)


Hiking


No Bikes


No Motorized


Vehicles


Typical Tread Width is 95 in (241 cm)


Network trail


Warning: Trail conditions may have changed since this trail was assessed. Temporary


obstructions (e.g. fallen trees or land slides) may not have been mapped. Maximum


grades and cross slopes may vary.


Obstructions less than 2.0 in (5.0 cm) or outside the tread area  wide by


120 in (3 m) high were not measured.  Minimum clearance boundaries were


at least 2.0 in (5.0 cm) high.


This report has been generated by TrailWare which has been created by Beneficial


Designs, Inc.
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Dam Trail

Temescal Regional Recreation Area

Trail Length 0.1 mi  (0.2 km)

Typical Grade is 1.9%

This trail crosses a dam and picnic areas, connecting the East shore and

West shore trails at the north end of the park.

Trail Surface is Vegetation - Mown

92% of the trail is Firm or better

640 ft (195 m) of the trail is Firm or better

Trail Uses

Cumulative

Elevation Change

Gain  4 ft (1 m)

Loss  9 ft (3 m)

Trailhead Location

North parking lot

Minimum Clearance 76 in (193 cm)

8% of the trail is between 8% and 9%

58 ft (18 m) is between 8% and 9%

8% grade is a standard ramp.

Typical Cross Slope is 2.8%

22% of the trail is between 5% and 8%

157 ft (48 m) is between 5% and 8%

Tread Width ranges from 76 in (193 cm) to 96 in (244 cm)

Hiking

No Bikes

No Motorized

Vehicles

Typical Tread Width is 95 in (241 cm)

Network trail

Warning: Trail conditions may have changed since this trail was assessed. Temporary

obstructions (e.g. fallen trees or land slides) may not have been mapped. Maximum

grades and cross slopes may vary.

Obstructions less than 2.0 in (5.0 cm) or outside the tread area  wide by

120 in (3 m) high were not measured.  Minimum clearance boundaries were

at least 2.0 in (5.0 cm) high.

This report has been generated by TrailWare which has been created by Beneficial

Designs, Inc.
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Temescal Regional Recreation Area


Trail Access Information Summary


page 1


First Segment Assessed


Mar 22, 05


 Last Segment Assessed


Mar 22, 05


Trail Length 0.1 mi  (0.2 km)


Warning: Trail conditions may have changed since this trail was assessed. Temporary obstructions (e.g.


fallen trees or land slides) may not have been mapped. Maximum grades and cross slopes may vary.


Obstructions less than 2.0 in (5.0 cm) or outside of the tread area  wide by 120 in (3 m) high were not


measured.  Minimum clearance boundaries were at least 2.0 in (5.0 cm) high.


Typical Grade is 1.9%


Trail Surface is Vegetation - Mown


92% of the trail is Firm or better


640 ft (195 m) of the trail is Firm or better


Length of trail can be found on the Surface Type Table and Surface Category Table Reports.


Trail Uses


Cumulative Elevation Change


Gain  4 ft (1 m)


Loss  9 ft (3 m)


8% of the trail is between 8% and 9%


58 ft (18 m) is between 8% and 9%


8% grade is a standard ramp.


Locations and lengths can be found on the Maximum Grade Table Reports


Typical Cross Slope is 2.8%


22% of the trail is between 5% and 8%


157 ft (48 m) is between 5% and 8%


Locations and lengths can be found on the Maximum X-Slope Table Reports


Tread Width ranges from 76 in (193 cm) to 96 in (244 cm)


Minimum Clearance Width  is 76 in (193 cm)


Locations and lengths can be found on the Minimum Tread Width Table and Minimum Clearance Width Reports


Typical Tread Width is 95 in (241 cm)


Network trail


Obstructions


Hiking


No Bikes


No Motorized Vehicles


Locations and lengths can be found on the Minimum Vertical and Maximum Tread Obstructions Reports


Apr 26, 05


This report is generated by TrailWare which has been created by Beneficial Designs, Inc.




Dam Trail

Temescal Regional Recreation Area

Trail Access Information Summary

page 1

First Segment Assessed Mar 22, 05

 Last Segment Assessed Mar 22, 05

Trail Length 0.1 mi  (0.2 km)

Warning: Trail conditions may have changed since this trail was assessed. Temporary obstructions (e.g.

fallen trees or land slides) may not have been mapped. Maximum grades and cross slopes may vary.

Obstructions less than 2.0 in (5.0 cm) or outside of the tread area  wide by 120 in (3 m) high were not

measured.  Minimum clearance boundaries were at least 2.0 in (5.0 cm) high.

Typical Grade is 1.9%

Trail Surface is Vegetation - Mown

92% of the trail is Firm or better

640 ft (195 m) of the trail is Firm or better

Length of trail can be found on the Surface Type Table and Surface Category Table Reports.

Trail Uses

Cumulative Elevation Change

Gain  4 ft (1 m)

Loss  9 ft (3 m)

8% of the trail is between 8% and 9%

58 ft (18 m) is between 8% and 9%

8% grade is a standard ramp.

Locations and lengths can be found on the Maximum Grade Table Reports

Typical Cross Slope is 2.8%

22% of the trail is between 5% and 8%

157 ft (48 m) is between 5% and 8%

Locations and lengths can be found on the Maximum X-Slope Table Reports

Tread Width ranges from 76 in (193 cm) to 96 in (244 cm)

Minimum Clearance Width  is 76 in (193 cm)

Locations and lengths can be found on the Minimum Tread Width Table and Minimum Clearance Width Reports

Typical Tread Width is 95 in (241 cm)

Network trail

Obstructions

Hiking

No Bikes

No Motorized Vehicles

Locations and lengths can be found on the Minimum Vertical and Maximum Tread Obstructions Reports

Apr 26, 05 This report is generated by TrailWare which has been created by Beneficial Designs, Inc.

[image: image3.emf]East Shore Trail


Temescal Regional Recreation Area


Trail Length 0.5 mi  (0.8 km)


Typical Grade is 2.4%


A multi-use paved path that connects user sites such as a beach area,


picnic sites, play areas, restrooms and fishing docks.  This trail is a favorite


for parents with strollers.  Fishing dock on this trail is accessible.


Trail Surface is Asphalt


100% of the trail is Paved


2723 ft (830 m) of the trail is Paved


Trail Uses


Cumulative


Elevation Change


Gain  34 ft (10 m)


Loss  33 ft (10 m)


Trailhead Location


North Parking lot


13% of the trail is between 5% and 9%


94 ft (29 m) is between 8% and 9%


8% grade is a standard ramp.


Typical Cross Slope is 1.0%


100% of the trail is between 0% and 3%


2724 ft (830 m) is between 0% and 3%


Tread Width ranges from 85 in (216 cm) to 240 in (610 cm)


Hiking


Bicycling


No Motorized


Vehicles


South Parking lot


Typical Tread Width is 135 in (342 cm)


Network trail


Warning: Trail conditions may have changed since this trail was assessed. Temporary


obstructions (e.g. fallen trees or land slides) may not have been mapped. Maximum


grades and cross slopes may vary.


Obstructions less than 0.5 in (2.5 cm) or outside the tread area 96 in wide by


120 in (3 m) high were not measured.  Minimum clearance boundaries were


at least 0.5 in (2.5 cm) high.


This report has been generated by TrailWare which has been created by Beneficial
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East Shore Trail

Temescal Regional Recreation Area

Trail Length 0.5 mi  (0.8 km)

Typical Grade is 2.4%

A multi-use paved path that connects user sites such as a beach area,

picnic sites, play areas, restrooms and fishing docks.  This trail is a favorite

for parents with strollers.  Fishing dock on this trail is accessible.

Trail Surface is Asphalt

100% of the trail is Paved

2723 ft (830 m) of the trail is Paved

Trail Uses

Cumulative

Elevation Change

Gain  34 ft (10 m)

Loss  33 ft (10 m)

Trailhead Location

North Parking lot

13% of the trail is between 5% and 9%

94 ft (29 m) is between 8% and 9%

8% grade is a standard ramp.

Typical Cross Slope is 1.0%

100% of the trail is between 0% and 3%

2724 ft (830 m) is between 0% and 3%

Tread Width ranges from 85 in (216 cm) to 240 in (610 cm)

Hiking

Bicycling

No Motorized

Vehicles

South Parking lot

Typical Tread Width is 135 in (342 cm)

Network trail

Warning: Trail conditions may have changed since this trail was assessed. Temporary

obstructions (e.g. fallen trees or land slides) may not have been mapped. Maximum

grades and cross slopes may vary.

Obstructions less than 0.5 in (2.5 cm) or outside the tread area 96 in wide by

120 in (3 m) high were not measured.  Minimum clearance boundaries were

at least 0.5 in (2.5 cm) high.

This report has been generated by TrailWare which has been created by Beneficial

Designs, Inc.
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[image: image4.emf]East Shore Trail


Temescal Regional Recreation Area


Trail Access Information Summary


page 1


First Segment Assessed


Mar 16, 05


 Last Segment Assessed


Mar 17, 05


Trail Length 0.5 mi  (0.8 km)


Warning: Trail conditions may have changed since this trail was assessed. Temporary obstructions (e.g.


fallen trees or land slides) may not have been mapped. Maximum grades and cross slopes may vary.


Obstructions less than 0.5 in (2.5 cm) or outside of the tread area 96 in wide by 120 in (3 m) high were not


measured.  Minimum clearance boundaries were at least 0.5 in (2.5 cm) high.


Typical Grade is 2.4%


Trail Surface is Asphalt


100% of the trail is Paved


2723 ft (830 m) of the trail is Paved


Length of trail can be found on the Surface Type Table and Surface Category Table Reports.


Trail Uses


Cumulative Elevation Change


Gain  34 ft (10 m)


Loss  33 ft (10 m)


13% of the trail is between 5% and 9%


94 ft (29 m) is between 8% and 9%


8% grade is a standard ramp.


Locations and lengths can be found on the Maximum Grade Table Reports


Typical Cross Slope is 1.0%


100% of the trail is between 0% and 3%


2724 ft (830 m) is between 0% and 3%


Locations and lengths can be found on the Maximum X-Slope Table Reports


Tread Width ranges from 85 in (216 cm) to 240 in (610 cm)


Locations and lengths can be found on the Minimum Tread Width Table and Minimum Clearance Width Reports


Typical Tread Width is 135 in (342 cm)


Network trail


Obstructions


Hiking


Bicycling


No Motorized Vehicles


Locations and lengths can be found on the Minimum Vertical and Maximum Tread Obstructions Reports


Apr 26, 05
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East Shore Trail

Temescal Regional Recreation Area

Trail Access Information Summary

page 1

First Segment Assessed Mar 16, 05

 Last Segment Assessed Mar 17, 05

Trail Length 0.5 mi  (0.8 km)

Warning: Trail conditions may have changed since this trail was assessed. Temporary obstructions (e.g.

fallen trees or land slides) may not have been mapped. Maximum grades and cross slopes may vary.

Obstructions less than 0.5 in (2.5 cm) or outside of the tread area 96 in wide by 120 in (3 m) high were not

measured.  Minimum clearance boundaries were at least 0.5 in (2.5 cm) high.

Typical Grade is 2.4%

Trail Surface is Asphalt

100% of the trail is Paved

2723 ft (830 m) of the trail is Paved

Length of trail can be found on the Surface Type Table and Surface Category Table Reports.

Trail Uses

Cumulative Elevation Change

Gain  34 ft (10 m)

Loss  33 ft (10 m)

13% of the trail is between 5% and 9%

94 ft (29 m) is between 8% and 9%

8% grade is a standard ramp.

Locations and lengths can be found on the Maximum Grade Table Reports

Typical Cross Slope is 1.0%

100% of the trail is between 0% and 3%

2724 ft (830 m) is between 0% and 3%

Locations and lengths can be found on the Maximum X-Slope Table Reports

Tread Width ranges from 85 in (216 cm) to 240 in (610 cm)

Locations and lengths can be found on the Minimum Tread Width Table and Minimum Clearance Width Reports

Typical Tread Width is 135 in (342 cm)

Network trail

Obstructions

Hiking

Bicycling

No Motorized Vehicles

Locations and lengths can be found on the Minimum Vertical and Maximum Tread Obstructions Reports

Apr 26, 05 This report is generated by TrailWare which has been created by Beneficial Designs, Inc.

[image: image5.emf]Landvale  Station Trail


Temescal Regional Recreation Area


Trail Length 0.5 mi  (0.7 km)


Typical Grade is 2.3%


This trail is a high use biking and walking path.  It has been refered to as a


commuter trial.  This trail defines the east boundary of the park and is


located by the freeway.


Trail Surface is Asphalt


100% of the trail is Paved


2412 ft (735 m) of the trail is Paved


Trail Uses


Cumulative


Elevation Change


Gain  31 ft (9 m)


Loss  24 ft (7 m)


Trailhead Location


North parking lot 


13% of the trail is between 5% and 7%


305 ft (93 m) is between 5% and 7%


8% grade is a standard ramp.


Typical Cross Slope is 1.6%


20% of the trail is between 2% and 5%


485 ft (148 m) is between 2% and 5%


Tread Width ranges from 96 in (244 cm) to 164 in (417 cm)


Bicycling


Hiking


No Motorized


Vehicles


South parking lot


Typical Tread Width is 111 in (283 cm)


Linear trail


Warning: Trail conditions may have changed since this trail was assessed. Temporary


obstructions (e.g. fallen trees or land slides) may not have been mapped. Maximum


grades and cross slopes may vary.


Obstructions less than 0.5 in (2.5 cm) or outside the tread area 96 in wide by


120 in (3 m) high were not measured.  Minimum clearance boundaries were


at least 0.5 in (2.5 cm) high.


This report has been generated by TrailWare which has been created by Beneficial


Designs, Inc.
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Landvale  Station Trail

Temescal Regional Recreation Area

Trail Length 0.5 mi  (0.7 km)

Typical Grade is 2.3%

This trail is a high use biking and walking path.  It has been refered to as a

commuter trial.  This trail defines the east boundary of the park and is

located by the freeway.

Trail Surface is Asphalt

100% of the trail is Paved

2412 ft (735 m) of the trail is Paved

Trail Uses

Cumulative

Elevation Change

Gain  31 ft (9 m)

Loss  24 ft (7 m)

Trailhead Location

North parking lot 

13% of the trail is between 5% and 7%

305 ft (93 m) is between 5% and 7%

8% grade is a standard ramp.

Typical Cross Slope is 1.6%

20% of the trail is between 2% and 5%

485 ft (148 m) is between 2% and 5%

Tread Width ranges from 96 in (244 cm) to 164 in (417 cm)

Bicycling

Hiking

No Motorized

Vehicles

South parking lot

Typical Tread Width is 111 in (283 cm)

Linear trail

Warning: Trail conditions may have changed since this trail was assessed. Temporary

obstructions (e.g. fallen trees or land slides) may not have been mapped. Maximum

grades and cross slopes may vary.

Obstructions less than 0.5 in (2.5 cm) or outside the tread area 96 in wide by

120 in (3 m) high were not measured.  Minimum clearance boundaries were

at least 0.5 in (2.5 cm) high.

This report has been generated by TrailWare which has been created by Beneficial

Designs, Inc.
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[image: image6.emf]Landvale  Station Trail


Temescal Regional Recreation Area


Trail Access Information Summary


page 1


First Segment Assessed


Mar 16, 05


 Last Segment Assessed


Mar 16, 05


Trail Length 0.5 mi  (0.7 km)


Warning: Trail conditions may have changed since this trail was assessed. Temporary obstructions (e.g.


fallen trees or land slides) may not have been mapped. Maximum grades and cross slopes may vary.


Obstructions less than 0.5 in (2.5 cm) or outside of the tread area 96 in wide by 120 in (3 m) high were not


measured.  Minimum clearance boundaries were at least 0.5 in (2.5 cm) high.


Typical Grade is 2.3%


Trail Surface is Asphalt


100% of the trail is Paved


2412 ft (735 m) of the trail is Paved


Length of trail can be found on the Surface Type Table and Surface Category Table Reports.


Trail Uses


Cumulative Elevation Change


Gain  31 ft (9 m)


Loss  24 ft (7 m)


13% of the trail is between 5% and 7%


305 ft (93 m) is between 5% and 7%


8% grade is a standard ramp.


Locations and lengths can be found on the Maximum Grade Table Reports


Typical Cross Slope is 1.6%


20% of the trail is between 2% and 5%


485 ft (148 m) is between 2% and 5%


Locations and lengths can be found on the Maximum X-Slope Table Reports


Tread Width ranges from 96 in (244 cm) to 164 in (417 cm)


Locations and lengths can be found on the Minimum Tread Width Table and Minimum Clearance Width Reports


Typical Tread Width is 111 in (283 cm)


Linear trail


Obstructions


Bicycling


Hiking


No Motorized Vehicles


Locations and lengths can be found on the Minimum Vertical and Maximum Tread Obstructions Reports


Apr 26, 05
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Landvale  Station Trail

Temescal Regional Recreation Area

Trail Access Information Summary

page 1

First Segment Assessed Mar 16, 05

 Last Segment Assessed Mar 16, 05

Trail Length 0.5 mi  (0.7 km)

Warning: Trail conditions may have changed since this trail was assessed. Temporary obstructions (e.g.

fallen trees or land slides) may not have been mapped. Maximum grades and cross slopes may vary.

Obstructions less than 0.5 in (2.5 cm) or outside of the tread area 96 in wide by 120 in (3 m) high were not

measured.  Minimum clearance boundaries were at least 0.5 in (2.5 cm) high.

Typical Grade is 2.3%

Trail Surface is Asphalt

100% of the trail is Paved

2412 ft (735 m) of the trail is Paved

Length of trail can be found on the Surface Type Table and Surface Category Table Reports.

Trail Uses

Cumulative Elevation Change

Gain  31 ft (9 m)

Loss  24 ft (7 m)

13% of the trail is between 5% and 7%

305 ft (93 m) is between 5% and 7%

8% grade is a standard ramp.

Locations and lengths can be found on the Maximum Grade Table Reports

Typical Cross Slope is 1.6%

20% of the trail is between 2% and 5%

485 ft (148 m) is between 2% and 5%

Locations and lengths can be found on the Maximum X-Slope Table Reports

Tread Width ranges from 96 in (244 cm) to 164 in (417 cm)

Locations and lengths can be found on the Minimum Tread Width Table and Minimum Clearance Width Reports

Typical Tread Width is 111 in (283 cm)

Linear trail

Obstructions

Bicycling

Hiking

No Motorized Vehicles

Locations and lengths can be found on the Minimum Vertical and Maximum Tread Obstructions Reports

Apr 26, 05 This report is generated by TrailWare which has been created by Beneficial Designs, Inc.

[image: image7.emf]Oak Bay Trail


Temescal Regional Recreation Area


Trail Length 0.4 mi  (0.6 km)


Typical Grade is 10.6%


This unpaved multi-use trail gets a lot of use by dog walkers, hikers and


runners.  Some sections of trail provide a good view of the park.  There is a


staircase of 14 steps at the north end of the park between the trail and


North parking lot.


Trail Surface is Soil


6% of the trail is Soft or worse


118 ft (36 m) of the trail is Soft or worse


Trail Uses


Rocks


> 2 inches


Roots


> 2 inches


Steps


14


Cumulative


Elevation Change


Gain  113 ft (34 m)


Loss  105 ft (32 m)


Hazards and


Obstructions


Trailhead Location


South Parking Lot


Minimum Clearance 36 in (91 cm)


67% of the trail is between 10% and 23%


73 ft (22 m) is between 20% and 23%


8% grade is a standard ramp.


Typical Cross Slope is 2.2%


1% of the trail is between 8% and 18%


13 ft (4 m) is between 8% and 18%


Tread Width ranges from 52 in (132 cm) to 142 in (361 cm)


Hiking


No Bikes


No Motorized


Vehicles


Typical Tread Width is 110 in (279 cm)


Network trail


Warning: Trail conditions may have changed since this trail was assessed. Temporary


obstructions (e.g. fallen trees or land slides) may not have been mapped. Maximum


grades and cross slopes may vary.


Obstructions less than 2.0 in (5.0 cm) or outside the tread area 96 in wide by


96 in (2.4 m) high were not measured.  Minimum clearance boundaries were


at least 2.0 in (5.0 cm) high.


This report has been generated by TrailWare which has been created by Beneficial


Designs, Inc.
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Oak Bay Trail

Temescal Regional Recreation Area

Trail Length 0.4 mi  (0.6 km)

Typical Grade is 10.6%

This unpaved multi-use trail gets a lot of use by dog walkers, hikers and

runners.  Some sections of trail provide a good view of the park.  There is a

staircase of 14 steps at the north end of the park between the trail and

North parking lot.

Trail Surface is Soil

6% of the trail is Soft or worse

118 ft (36 m) of the trail is Soft or worse

Trail Uses

Rocks

> 2 inches

Roots

> 2 inches

Steps

14

Cumulative

Elevation Change

Gain  113 ft (34 m)

Loss  105 ft (32 m)

Hazards and

Obstructions

Trailhead Location

South Parking Lot

Minimum Clearance 36 in (91 cm)

67% of the trail is between 10% and 23%

73 ft (22 m) is between 20% and 23%

8% grade is a standard ramp.

Typical Cross Slope is 2.2%

1% of the trail is between 8% and 18%

13 ft (4 m) is between 8% and 18%

Tread Width ranges from 52 in (132 cm) to 142 in (361 cm)

Hiking

No Bikes

No Motorized

Vehicles

Typical Tread Width is 110 in (279 cm)

Network trail

Warning: Trail conditions may have changed since this trail was assessed. Temporary

obstructions (e.g. fallen trees or land slides) may not have been mapped. Maximum

grades and cross slopes may vary.

Obstructions less than 2.0 in (5.0 cm) or outside the tread area 96 in wide by

96 in (2.4 m) high were not measured.  Minimum clearance boundaries were

at least 2.0 in (5.0 cm) high.

This report has been generated by TrailWare which has been created by Beneficial

Designs, Inc.
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[image: image8.emf]Oak Bay Trail


Temescal Regional Recreation Area


Trail Access Information Summary


page 1


First Segment Assessed


Mar 21, 05


 Last Segment Assessed


Mar 21, 05


Trail Length 0.4 mi  (0.6 km)


Warning: Trail conditions may have changed since this trail was assessed. Temporary obstructions (e.g.


fallen trees or land slides) may not have been mapped. Maximum grades and cross slopes may vary.


Obstructions less than 2.0 in (5.0 cm) or outside of the tread area 96 in wide by 96 in (2.4 m) high were not


measured.  Minimum clearance boundaries were at least 2.0 in (5.0 cm) high.


Typical Grade is 10.6%


Trail Surface is Soil


6% of the trail is Soft or worse


118 ft (36 m) of the trail is Soft or worse


Length of trail can be found on the Surface Type Table and Surface Category Table Reports.


Trail Uses


Cumulative Elevation Change


Gain  113 ft (34 m)


Loss  105 ft (32 m)


67% of the trail is between 10% and 23%


73 ft (22 m) is between 20% and 23%


8% grade is a standard ramp.


Locations and lengths can be found on the Maximum Grade Table Reports


Typical Cross Slope is 2.2%


1% of the trail is between 8% and 18%


13 ft (4 m) is between 8% and 18%


Locations and lengths can be found on the Maximum X-Slope Table Reports


Tread Width ranges from 52 in (132 cm) to 142 in (361 cm)


Minimum Clearance Width  is 36 in (91 cm)


Locations and lengths can be found on the Minimum Tread Width Table and Minimum Clearance Width Reports


Typical Tread Width is 110 in (279 cm)


Network trail


Obstructions


Hiking


No Bikes


No Motorized Vehicles


Rocks  > 2 inches


Roots  > 2 inches


Steps  14


Locations and lengths can be found on the Minimum Vertical and Maximum Tread Obstructions Reports


Apr 26, 05
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Oak Bay Trail

Temescal Regional Recreation Area

Trail Access Information Summary

page 1

First Segment Assessed Mar 21, 05

 Last Segment Assessed Mar 21, 05

Trail Length 0.4 mi  (0.6 km)

Warning: Trail conditions may have changed since this trail was assessed. Temporary obstructions (e.g.

fallen trees or land slides) may not have been mapped. Maximum grades and cross slopes may vary.

Obstructions less than 2.0 in (5.0 cm) or outside of the tread area 96 in wide by 96 in (2.4 m) high were not

measured.  Minimum clearance boundaries were at least 2.0 in (5.0 cm) high.

Typical Grade is 10.6%

Trail Surface is Soil

6% of the trail is Soft or worse

118 ft (36 m) of the trail is Soft or worse

Length of trail can be found on the Surface Type Table and Surface Category Table Reports.

Trail Uses

Cumulative Elevation Change

Gain  113 ft (34 m)

Loss  105 ft (32 m)

67% of the trail is between 10% and 23%

73 ft (22 m) is between 20% and 23%

8% grade is a standard ramp.

Locations and lengths can be found on the Maximum Grade Table Reports

Typical Cross Slope is 2.2%

1% of the trail is between 8% and 18%

13 ft (4 m) is between 8% and 18%

Locations and lengths can be found on the Maximum X-Slope Table Reports

Tread Width ranges from 52 in (132 cm) to 142 in (361 cm)

Minimum Clearance Width  is 36 in (91 cm)

Locations and lengths can be found on the Minimum Tread Width Table and Minimum Clearance Width Reports

Typical Tread Width is 110 in (279 cm)

Network trail

Obstructions

Hiking

No Bikes

No Motorized Vehicles

Rocks  > 2 inches

Roots  > 2 inches

Steps  14

Locations and lengths can be found on the Minimum Vertical and Maximum Tread Obstructions Reports
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Temescal Regional Recreation Area


Trail Length 0.4 mi  (0.6 km)


Typical Grade is 2.4%


This trail contours the lake and connects the north and south parking lots.


There are two fishing docks located along the trail, as well picnic sites and


a play area at either end of the trail.  The staircase is located at the north


end of the trail.


Trail Surface is Soil


100% of the trail is Firm or better


1893 ft (577 m) of the trail is Firm or better


Trail Uses


Stairs


14 steps


Rocks


> 2 inches


Cumulative


Elevation Change


Gain  25 ft (8 m)


Loss  32 ft (10 m)


Hazards and


Obstructions


Trailhead Location


North Parking Lot


Minimum Clearance 30 in (76 cm)


4% of the trail is between 8% and 11%


85 ft (26 m) is between 8% and 11%


8% grade is a standard ramp.


Typical Cross Slope is 2.6%


7% of the trail is between 8% and 12%


137 ft (42 m) is between 8% and 12%


Tread Width ranges from 33 in (84 cm) to 108 in (274 cm)


Hiking


No Bikes


No Motorized


Vehicles


South Parking Lot


Typical Tread Width is 64 in (162 cm)


Network trail


Warning: Trail conditions may have changed since this trail was assessed. Temporary


obstructions (e.g. fallen trees or land slides) may not have been mapped. Maximum


grades and cross slopes may vary.


Obstructions less than 2.0 in (5.0 cm) or outside the tread area 36 in (0.9 m) wide by


96 in (2.4 m) high were not measured.  Minimum clearance boundaries were


at least 2.0 in (5.0 cm) high.


This report has been generated by TrailWare which has been created by Beneficial


Designs, Inc.
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West Shore Trail

Temescal Regional Recreation Area

Trail Length 0.4 mi  (0.6 km)

Typical Grade is 2.4%

This trail contours the lake and connects the north and south parking lots.

There are two fishing docks located along the trail, as well picnic sites and

a play area at either end of the trail.  The staircase is located at the north

end of the trail.

Trail Surface is Soil

100% of the trail is Firm or better

1893 ft (577 m) of the trail is Firm or better

Trail Uses

Stairs

14 steps

Rocks

> 2 inches

Cumulative

Elevation Change

Gain  25 ft (8 m)

Loss  32 ft (10 m)

Hazards and

Obstructions

Trailhead Location

North Parking Lot

Minimum Clearance 30 in (76 cm)

4% of the trail is between 8% and 11%

85 ft (26 m) is between 8% and 11%

8% grade is a standard ramp.

Typical Cross Slope is 2.6%

7% of the trail is between 8% and 12%

137 ft (42 m) is between 8% and 12%

Tread Width ranges from 33 in (84 cm) to 108 in (274 cm)

Hiking

No Bikes

No Motorized

Vehicles

South Parking Lot

Typical Tread Width is 64 in (162 cm)

Network trail

Warning: Trail conditions may have changed since this trail was assessed. Temporary

obstructions (e.g. fallen trees or land slides) may not have been mapped. Maximum

grades and cross slopes may vary.

Obstructions less than 2.0 in (5.0 cm) or outside the tread area 36 in (0.9 m) wide by

96 in (2.4 m) high were not measured.  Minimum clearance boundaries were

at least 2.0 in (5.0 cm) high.

This report has been generated by TrailWare which has been created by Beneficial

Designs, Inc.
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Temescal Regional Recreation Area


Trail Access Information Summary
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First Segment Assessed


Mar 22, 05


 Last Segment Assessed


Mar 22, 05


Trail Length 0.4 mi  (0.6 km)


Warning: Trail conditions may have changed since this trail was assessed. Temporary obstructions (e.g.


fallen trees or land slides) may not have been mapped. Maximum grades and cross slopes may vary.


Obstructions less than 2.0 in (5.0 cm) or outside of the tread area 36 in (0.9 m) wide by 96 in (2.4 m) high


were not measured.  Minimum clearance boundaries were at least 2.0 in (5.0 cm) high.


Typical Grade is 2.4%


Trail Surface is Soil


100% of the trail is Firm or better


1893 ft (577 m) of the trail is Firm or better


Length of trail can be found on the Surface Type Table and Surface Category Table Reports.


Trail Uses


Cumulative Elevation Change


Gain  25 ft (8 m)


Loss  32 ft (10 m)


4% of the trail is between 8% and 11%


85 ft (26 m) is between 8% and 11%


8% grade is a standard ramp.


Locations and lengths can be found on the Maximum Grade Table Reports


Typical Cross Slope is 2.6%


7% of the trail is between 8% and 12%


137 ft (42 m) is between 8% and 12%


Locations and lengths can be found on the Maximum X-Slope Table Reports


Tread Width ranges from 33 in (84 cm) to 108 in (274 cm)


Minimum Clearance Width  is 30 in (76 cm)


Locations and lengths can be found on the Minimum Tread Width Table and Minimum Clearance Width Reports


Typical Tread Width is 64 in (162 cm)


Network trail


Obstructions


Hiking


No Bikes


No Motorized Vehicles


Stairs  14 steps


Rocks  > 2 inches


Locations and lengths can be found on the Minimum Vertical and Maximum Tread Obstructions Reports
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West Shore Trail

Temescal Regional Recreation Area

Trail Access Information Summary

page 1

First Segment Assessed Mar 22, 05

 Last Segment Assessed Mar 22, 05

Trail Length 0.4 mi  (0.6 km)

Warning: Trail conditions may have changed since this trail was assessed. Temporary obstructions (e.g.

fallen trees or land slides) may not have been mapped. Maximum grades and cross slopes may vary.

Obstructions less than 2.0 in (5.0 cm) or outside of the tread area 36 in (0.9 m) wide by 96 in (2.4 m) high

were not measured.  Minimum clearance boundaries were at least 2.0 in (5.0 cm) high.

Typical Grade is 2.4%

Trail Surface is Soil

100% of the trail is Firm or better

1893 ft (577 m) of the trail is Firm or better

Length of trail can be found on the Surface Type Table and Surface Category Table Reports.

Trail Uses

Cumulative Elevation Change

Gain  25 ft (8 m)

Loss  32 ft (10 m)

4% of the trail is between 8% and 11%

85 ft (26 m) is between 8% and 11%

8% grade is a standard ramp.

Locations and lengths can be found on the Maximum Grade Table Reports

Typical Cross Slope is 2.6%

7% of the trail is between 8% and 12%

137 ft (42 m) is between 8% and 12%

Locations and lengths can be found on the Maximum X-Slope Table Reports

Tread Width ranges from 33 in (84 cm) to 108 in (274 cm)

Minimum Clearance Width  is 30 in (76 cm)

Locations and lengths can be found on the Minimum Tread Width Table and Minimum Clearance Width Reports

Typical Tread Width is 64 in (162 cm)

Network trail

Obstructions

Hiking

No Bikes

No Motorized Vehicles

Stairs  14 steps

Rocks  > 2 inches

Locations and lengths can be found on the Minimum Vertical and Maximum Tread Obstructions Reports
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